
Waterloo 2.0 66 Tel: +44 (0) 1622 711511

Vane Swirl Diffusers
SDVS SDVC

Introduction
The Waterloo vane swirl diffusers are designed for areas where
rapid mixing of supply air is required in rooms of ceiling height
between 2.6m and 4m.

Product Description
SDVSA Square plate vane swirl diffuser 

with radial pattern (angled slot)
SDVCA Circular plate vane swirl diffuser 

with radial pattern (angled slot)
SDVSB Square plate vane swirl diffuser 

with radial pattern (normal slot)
SDVCB Circular plate vane swirl diffuser 

with radial pattern (normal slot)
S Side entry plenum
V Top entry plenum

Features
• High air volume capacity

• Standard top entry neck, or side entry with plenum box

• Reversible polymer blades enabling different discharge directions

• Flat or ribbed blade appearance

• Attractive lightweight design

• Side or top entry plenums available

• In order to keep the same appearance the same design is 

used for supply and extract diffusers. Meaning that there is 

no requirement to identify this on the order.

Finishes
Black or white polymer vanes
(to be specified on order)

PPM9006 (RAL 9006 Matt Silver)
PPM9010 (RAL 9010 20% Gloss White)
PPG9010 (RAL 9010 Gloss White)
Other colours available on request

Advantages
• Suitable for high ceilings

(relative to other diffusers)
• Rapid induction of supply air

Order Example

SDVSA-600-24/PPM9010/S
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